
UV-C

KL-SYSTEM

AIR STERILISATION  
MODULE

The KL-system serves for disinfection of air streams from 
air conditioning- and ventilation units. Undesired microor-
ganisms like germs, viruses, yeasts and mould spores which 
are present there, also entering from the outside air, are  
naturally distributed evenly in processing- and work rooms 
and can lead to contamination of the goods processed there.

Technical data

Type KLK 2 / KLW 2 KLK 3 / KLW 3 KLK 4 / KLW 4

Dimensions Lengths 295 - 1595 mm 
H 460 (±50) × W 65 mm

Lengths  295 - 1595 mm 
H 660 (±50) × W 65 mm

Lengths 295 - 1595 mm 
H 860 (±50) × W 65 mm

Housing material Stainless  Steel V2A

Emitter 2 × UV-C-emitter ST1 16.000h high efficiency 3 × UV-C-emitter ST1 16.000h high efficiency 4 × UV-C-emitter ST1 16.000h high efficiency

Power 14 - 144 W 21 - 231 W 28 - 308 W

Voltage 230 V ± 10% 50..60 Hz

Electrical connection 3 m

Weight 1,3 - 2,5 kg 1,9 - 3-6 kg 2,3 - 4,6 kg

Identification CE

Construction

The KL-module will be delivered as a ready-to-install unit 
with the appropriate UV-C-emitters. Housing and the insides 
are manufactured completely from stainless steel. Adjus-
table mounting brackets come with the moisture-protected 
UV-C-emitters for mounting. These will be placed inside the 
ventilation housing or –channel with screws without causing 
any substantial loss of pressure.

Different dimensions are available upon request.

The entire function- and control electronics will be installed 
in a switch cabinet. It will be laced outside the module. This 
way access is independent of operating conditions, for ser-
vicing and maintenance work. Optionally, the UV-C-emitters 
are constantly monitored. Defects will be shown by indica-
tor lamps and a signal will be sent via a signaling contact. 
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